
Checklist TUE

PRE START
Pre-flight Inspection Complete
M/R Daily Signed
Seats & Harnesses Adjust & Lock
Fuel Selector Both
Avionics and Intercom Off
Brakes Set
Circuit Breakers In

START
Mixture Rich
Carb Heat Cold
Throttle Set 1/8 inch
Beacon On
Master On
Prime 2-6 strokes
Propeller Clear
Ignition Start

AFTER START rover
Revs Set 1000-1200 RPM
Oil Pressure up within 30 secs
Vacuum Suction in green
Electrics Avionics and Intercom On
Radios On, set XPDR on STDBY



PRE TAKE OFF
Cabin Doors & Windows Locked
Flight Controls Free and correct
Flaps Retracted
Flight Instruments Check and Set left to right
Fuel Selector Both
Mixture Rich (below 3000ft)
Trim Set for takeoff
Lights On as required

Engine run-up
brakes set
Engine temperature green
Throttle 1700RPM

Magnetos Check L then both
Check R then both
Drop not to exceed 125RPM each, or 50RPM
differential

Carb Heat HOT Check for RPM drop
Carb heat COLD Check for RPM rise
Oil pressure and -temp Green
Ammeter and Suction Check
throttle Idle

Throttle 1000RPM
Throttle Friction Nut Adjust
Taxi call As required

TAXI CHECKS
Turning Right
Compass and DI numbers Increasing
TC Showing right bank, ball left
AH Wings level
ADF Tracking
Turning Left
Compass and DI numbers Decreasing
TC Left bank, ball right
AH Wings level
ADF Tracking



SHUT DOWN
Brakes Set
Transponder Off
Avionics and Intercom Off
Lights (except Beacon) Off
Mixture Idle cut-off
Fuel selector Left or Right
Ignition Off - Keys out
Master Switch Off



SAFETY CONSIDERATIONS

TAKE OFF ROLL
If Revs not 2300RPM minimum, or anything appears wrong on T/O roll:

Power to idle
Apply brakes
Abort the take off
Exit the runway, then shutdown

EFATO - RUNWAY REMAINING
Pitch down for 65kts
Flaps as required
Mixture cutoff
Fuel off
Mags/Master off
Land on remaining runway

EFATO - NO RUNWAY REMAINING
Pitch down for 65kts
Select a field either straight ahead or within 30˚ either side.
Mixture cut off
Fuel off
Mags/Master off
Doors unlatched


