(© Front Fuselage & Engine |

Windscreen - condition and clean  Nose wheel - check tread and
Cowling - condition and security  general condition, correct inflation
Oil quantity - check Stand backand check:
Propeller - check chips, cracks - Fuel caps (ON)
Spinner - condition and security, -  Tie downs (OFF)
intakes clear, landing light OK - Startarea (CLEAR)
Nose strut - check oleo extension, -  Prop wash area (CLEAR)
check linkage, nuts,and split pins -  General condition of aircraft
Static vent - clear (GOOD)
.
Landing Gear A
Tyre - check tread and general condition, check correct inflation
Hydrauliclines - check for leaks
Disk break - check condition
Strut and fairing - check condition
ﬂ Left Wing
Flap - Check surface condition,
check linkages and runners
Aileron - Check surface condition,
linkages and hinges secure, full
free movement
Wing tip - check condition and
security
LWlng die down - remove y
s

NOTE

Visually check airplane for general condition during walk-around inspection. In cold weather,
remove even small accumulations of frost, ice, or snow from wing, tail, and control surfaces. Also,
make sure that control surfaces contain no internal accumulations of ice or deburis. Prior to flight,
check that the pitot heater (if installed) is warm to touch within 30 seconds with battery and pitot
heat switches on. If a night flight is planned, check operation of all lights and make sure a flashlight is
available.

\.

) Cockpit )

POH - Available in the aeroplane  Lights and Strobe - On and Check
Control locks - Removed Master - Off
Ignition - Off, Key Removed Alternate Static Source - Off
Avionics - Off Fuel - Check quantity, dip and drain
Master - On Flight record sheet - record fuel and
kFIaps Extend VDO y
N\
Empennage
Skin - check surface condition Right Stabilizer - check condition
Left stabilizer - check condition and security
and security Tail tie down - remove
Left elevator - check condition, full
free movement, check linkages
Right elevator - Check condition,
full free movement, check linkages
Trim tab - check condition and
linkages
\. J
- N
Right Wing
Flap - Check surface condition, Lower wing surface - check
check linkages and runners condition
Aileron - Check surface condition,  Wing leading edge - check for
linkages and hinges secure, full dents along entire length
free movement
Wing tip - check condition and
security
Wing die down - remove
J
1

Landing Gear

Tyre - check tread and general condition, check correct inflation
Hydraulic lines - check for leaks

Disk break - check condition

Strut and fairing - check condition




