
Retractable Undercarriage and Manual Propeller Pitch Control (RU+MPPC) 

These design features are often found on faster aircraft.  

 

While Schedule 2 of the Manual of Standards has 2 separate training outlines for these 

endorsements, often both are found on a complex aircraft. We can train them together using your 

time in the air more efficiently therefore reducing cost.  

Retractable undercarriage (Schedule 2 MOS DFE2) involves learning the different systems used to 

operate retractable undercarriage, with particular emphasis on the aircraft you will be using for the 

air exercise. You must be able to operate the system in normal flight as well as manage abnormal and 

emergency procedures applicable to retractable undercarriage. There are underpinning knowledge 

requirements for the aircraft and its systems as well as a range of variables tested like the crosswind 

limits for the aircraft type. Several aircraft had changes to systems as they evolved, so it is critical to 

learn these changes if you are operating a variety of aircraft. Just because they share the same model 

designator, does not mean systems are common to the entire model.  

Manual Propeller Pitch Control (Schedule 2 DFE3) allows you to change the propeller pitch to the 

most efficient angle for the task at hand i.e., climbing or cruising.   

Again the syllabus requires normal, abnormal/emergency procedures to be tested as well as a 

thorough understanding of the design and functioning of the system. (Underpinning knowledge). The 

range of variables will also be tested, yet will be shared with the Retractable Undercarriage 

Endorsement. (figures will remain the same) 

 

    


